


Easy-to-use graphical user interface

The BQA 1000 is easy to operate in any environment
regardless of operator. The graphical user interface
requires little to no operational training. Simply select
the analysis from the main menu and in less than 60
seconds the results are displayed on the screen. In
addition, green, yellow and red graphic indicators
quickly alert the user to results that are over the ASTM
limits - it’s that simple!

Home screen - Precalibrated methods

Pass or Fail results fast

Patents
U.S. Patent Numbers: 6,999,165; 6,995,840; 6,982,788; 6,897,952; 6,762,833; 6,388,794; and 6,271,917
European Patent Number: 1,090,276
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Results in less than 60 seconds!

Professional Services

Aspectrics offers customized application support,
calibration services and hardware configurations to
help you address on-line production challenges.
Aspectrics experienced application chemists can
develop on-site calibrations specific to your process
challenge. In addition, if your company is ready to
make the transition to in-line process monitoring our
Professional Services Group can consult with you to
integrate our on-line Biodiesel solution.

Ordering Information

Product: Item Number:

Aspectrics BQA 1000 765-000-00
= Base BQA 1000 Analyzer
= Integrated sample interface

= Notebook PC with Operating software

Bio-Diesel Analyzer

483 mm (h)
19in. (h)

305 mmm

12in. (d) 432 mm (w)

17 in. (w)
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